
.308 Winchester 150gr JSP

Velocity: 2650 Feet per Second, 20 Barrel
Muzzle Energy: 2427 Ft/Lbs

At an Elevation Angle of: 0 degrees
Ballistic Coeffi cients of: 0.398
Firearm/Trajectory Intersect: 200 Yards
Wind Direction is: 3.0 o’clock Wind Velocity of: 10.0 Miles per hour
Wind Components are (Miles per Hour): DownRange: 0.0 Cross Range: 10.0 Vertical: 0.0
The Firing Point speed of sound is: 1129.95 fps
The bullet does not drop below the speed within the max range specifi ed.
Altitude: 1000 Feet Humidity: 65 Percent Pressure: 29.53 in/Hg
Temperature: 68 F
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Time of Flight 
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0 2700 2427.6 -1.6 0 0 0 0

50 2592.2 2237.6 0.86 1.6 0.2 0.4 0.0567

100 2486.9 2059.5 2.02 1.9 0.82 0.8 0.1158

150 2383.9 1892.5 1.77 1.1 1.89 1.2 0.1774

200 2283.4 1736.3 0 0 3.42 1.6 0.2417

250 2185.3 1590.3 -3.44 -1.3 5.46 2.1 0.3088

300 2089.6 1454 -8.7 -2.8 8.04 2.6 0.379

350 1996.3 1327.1 -15.95 -4.4 11.19 3.1 0.4525

400 1905.7 1209.3 -25.39 -6.1 14.95 3.6 0.5294

450 1817.7 1100.3 -37.21 -7.9 19.36 4.1 0.61

500 1732.7 999.7 -51.67 -9.9 24.46 4.7 0.6945


